
 
 
 
 

 
 
 
The P3 is a solar-energized power generator for mobile power needs. Incorporating solid state, 
thin-film, CIGS solar technology, the P3 provides an excellent choice for applications that 
require lightweight, durable, silent power.  
 
 

SUNLINQTM is the only solution for portable solar power for all types of outdoor needs. The SUNLINQTM 12 Watt 
is ideal for hiking, camping, sporting events, on campus and at the beach.

Incorporating solid state, thin-film, PowerFLEXTM solar cells, the SUNLINQTM 12 Watt provides an excellent 
choice for excursions that require lightweight, flexible, durable portable power.

SP-12 Watt
*Data at Standard Test Conditions (STC)
STC: irradiance level 1000W / m2, spectrum AM 1.5 and cell 
temperature 25o C
**Cigarette Lighter Adapters (CLAs) typically operate best 
between 11V and 14.5V

The I/V graph above shows the typical performance of the solar module at STC

E l e c t r i c a l  C h a r a c t e r i s t i c s *  

SolarPak P r o d u c t  N u m b e r SP - 12  
N o m i n a l  S y s t e m  V o l t a g e  R a t i n g  1 2 V
N o m i n a l  R a t e d  P o w e r  ( w a t t s )  a t  S T C  15  
N o m i n a l  R a t e d  V o l t a g e  a t  M P P  ( V D C )  a t  
S T C  

1 8 . 8  

N o m i n a l  R a t e d  C u r r e n t  ( a m p s )    1.5  
O p e n  C i r c u i t  V o l t a g e  ( v o l t s )  28  
S h o r t  C i r c u i t  C u r r e n t  ( a m p s )  2.2  
T h e r m a l  C h a r a c t e r i s t i c s  

P o w e r  ( % / C )  - 0 .6  
V o l t a g e  ( % / C )  - 0 .6  
C e l l  T e m p e r a t u r e  O p e r a t i n g  R a n g e  - 4 0 o  F  t o  

1 7 6 o  F /   
- 4 0 o  C  t o  

8 0 o  C  
D i m e n s i o n s  a n d  W e i g h t  

F o l d e d  
L e n g t h ,  i n  ( m m )     9 (229)  
W i d t h ,  i n  ( m m )    5 (127)  
T h i c k n e s s ,  i n  ( m m )  .7 (17.78)  

D e p l o y e d  
L e n g t h ,  i n  ( m m )  29.5 (749.3) 
W i d t h ,  i n  ( m m )  18 (457)  
T h i c k n e s s ,  i n  ( m m )  0 .03 (.762)  

W e i g h t  
W e i g h t ,  l b  ( k g )  .9 (.4)  
Max P o w e r  t o  w e i g h t  r a t i o  w a t t / l b  ( w a t t / k g ) 13.3 (30)  
 

Product Specifications (SP-12)
TYPICAL VOLTAGE VS. CURRENT PLOT

for SP10 Module at 25C and 62C
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E l e c t r i c a l  C h a r a c t e r i s t i c s *  

S P  P r o d u c t  N u m b e r  S P-10  
T y p i c a l  C u r r e n t  ( m i l l i a m p s )  a t  S T C *  ( a t  
1 1 V )  

8 0 0  

N o m i n a l  O p e r a t i n g  V o l t a g e  1 2 V  C L A * *  
T y p i c a l  P o w e r  ( W a t t s )  a t  S T C *  1 1  
M a x i m u m  L i m i t  f o r  O p e n  C i r c u i t  V o l t a g e  1 5 . 6 V  
M a x i m u m  P o w e r  ( W a t t s )  1 2  
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